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  Features & Benefits:

    60 and 100 Amp:

–  Extensions are made with single conductor type SC cable and are 
banded every 2 feet with heavy-duty type head shrink tubing

–   Extensions feature stage pin connectors machined from high 
temperature phenolic material

– Double set screw terminals for secure terminations

–  Stage pin connectors are ETL Listed

    20 Amp:

–  Extensions are made with Extra Hard Usage (type SOOW-A) or 
Junior Hard Service (SJOOW-A) portable cord

–  Extensions feature high temperature, impact resistant thermoplastic 
housings

–  Male and female pins/contacts “float” for positive alignment and 
contact

– Stage pin connectors are UL Listed

Specifications and Ordering Information

Rating Male/Female Connector Cable Catalog No.

100 Amp, 2 Pole, 3 Wire, 120 VAC 100 Amp, 120 VAC Stage Pin (3) #4 AWG type SC BE2000-XX

100 Amp, 2 Pole, 3 Wire, 120 VAC 100 Amp,120 VAC Stage Pin (2) #4 AWG type SC (1) #6 AWG type SC green BE206L-XX

100 Amp, 2 Pole, 3 Wire, 250 VAC 100 Amp, 250 VAC Stage Pin (2) #4 AWG type SC (1) #6 AWG Type SC green BE206L-XX-220 

60 Amp, 2 Pole, 3 Wire, 120 VAC 60 Amp, 120 VAC Stage Pin (3) #6 AWG type SC BE1000-XX

60 Amp, 2 Pole, 3 Wire, 120 VAC 60 Amp, 120 VAC Stage Pin (2) #6 AWG type SC (1) #6 AWG type SC green BE106L-XX

20 Amp, 2 Pole, 3 Wire, 120 VAC 20 Amp, 120 VAC Stage Pin 12/3 SOOW-A portable cord extra hard usage BE7000-XX

20 Amp, 2 Pole, 3 Wire, 120 VAC 20 Amp, 120 VAC Stage Pin 12/3 SJOOW-A portable cord junior hard service BE7000J-XX

XX to specify cable length.
Standard lengths: 25, 50 and 100 feet.
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Rating Male Connector Cable Female Connector Catalog No.

100 Amp, 2 Pole, 3 Wire, 120 VAC 100 Amp, 120 VAC Stage Pin #4 AWG Type SC, 2’ (2) 100 Amp, 120 VAC Stage Pins SP100-100

100 Amp, 2 Pole, 3 Wire, 120 VAC 100 Amp, 120 VAC Stage Pin #6 AWG Type SC, 2’ (2) 60 Amp, 120 VAC Fused Stage Pins SP100-60-F

100 Amp, 2 Pole, 3 Wire, 120 VAC 100 Amp, 120 VAC Stage Pin #6 AWG Type SC, 2’ (2) 60 Amp, 120 VAC Stage Pins SP100-60

60 Amp,  2 Pole, 3 Wire, 120 VAC 60 Amp, 120 VAC Stage Pin #6 AWG Type SC, 2’ (2) 60 Amp, 120 VAC Stage Pins SP60-60

Rating Male Connector Cable Female Connector Catalog No.

100 Amp, 2 Pole, 3 Wire, 120 VAC (3) 16 Series Cam-type (black, white, green) #2 AWG Type SC, 2' 100 Amp, 120 VAC Fused Stage Pin SB300F-125-FUS

100 Amp, 2 Pole, 3 Wire, 120 VAC 100 Amp, 120 VAC Stage Pin #2 AWG Type SC, 2' (3) 16 Series Cam-type (black, white, green) SB300M-125

100 Amp,  2 Pole, 3 Wire, 120 VAC (3) 16 Series Cam-type (black, white, green) #2 AWG Type SC, 2' 100 Amp, 120 VAC Stage Pin SB300F-125

100 Amp,  2 Pole, 3 Wire, 250 VAC 100 Amp, 250 VAC Stage Pin #2 AWG Type SC, 2' (3) 16 Series Cam-type (black, red, green) SB300M-250

100 Amp, 2 Pole, 3 Wire, 250 VAC (3) 16 Series Cam-type (black, red, green) #2 AWG Type SC, 2' 100 Amp, 250 VAC Stage Pin SB300F-250

  Features & Benefits:

–  Adapters and splitters are made with single conductor type SC 
cable

–  Adapters and splitters feature stage pin connectors machined from 
high temperature phenolic material

– Double set screw terminals for secure terminations

– Stage pin connectors are ETL Listed


